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1
APPARATUS AND METHOD FOR TRACKING
HAND

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application claims priority to and the benefit of
Korean Patent Application No. 10-2012-0003288 filed in the
Korean Intellectual Property Office on Jan. 11, 2012, the
entire contents of which are incorporated herein by reference.

TECHNICAL FIELD

The present invention relates to a method for remotely
tracking a human hand using image information obtained
from two cameras, and more particularly, to a method for
rapidly tracking a human hand present at a long distance to
extract a location of the hand and distance information.

BACKGROUND ART

A technology of tracking a human hand is a core technol-
ogy in which development is needed in order to be used in
various fields such as a future user interface through gesture
recognition, interaction with an intelligent robot, and an inter-
face for entertainment. Various methods in which an opera-
tion is possible at a short distance into the technology of
tracking the hand have conventionally been studied. How-
ever, there is a need for an additional development in terms of
a long distance and rapid response speed. As a method of
obtaining distance information, a method using a stereo
image by means of a depth camera or two cameras has been
used. However, in a case of the depth camera, there is a
problem ofrequiring an additional expensive device. In a case
of the stereo image, there is a problem with respect to pro-
cessing speed.

The present invention suggests an actual usable method for
tracking a hand that may obtain distance information using
two cameras while increasing the performance of two options
(long distance and rapid response speed).

SUMMARY OF THE INVENTION

The present invention has been made in an effort to provide
an actual usable method for tracking a hand that may obtain
distance information using at least two cameras while
increasing the performance of a distance and response speed.

The present invention further provides a method for stably
tracking a hand of a user included in an image input from an
image device at rapid response speed.

An exemplary embodiment of the present invention pro-
vides an apparatus for tracking a hand, the apparatus includ-
ing: a skin color image detector for detecting a skin color
image from an image input from an image device using a
predetermined skin color of a user; a face tracker for tracking
a face using the skin color image detected by the skin color
image detector; a motion detector for setting a region of
interest (ROI) using location information of the face tracked
by the face tracker, and detecting a motion image from the set
ROI; a candidate region extractor for extracting a candidate
region with respect to the hand of the user using the skin color
image detected by the skin color image detector and the
motion image detected by the motion detector; and a hand
tracker for tracking a location of the hand extracted by the
candidate region extractor to find out a location of the hand.

The skin color image detector may include: a histogram
model generating unit for receiving an initial face location to
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generate a histogram model with respect to the image using
the skin color of the face; and a skin color image generating
unit for applying a histogram back-projection method based
on the histogram model generated by the histogram model
generating unit to generate the skin color image.

The face tracker may track a location of the face with
respect to the skin color image using a mean shift tracking
method when tracking the face.

The motion detector may include: a region of interest
(ROI) setting unit for setting an ROI using the location of the
face tracked by the face tracker; and a motion image gener-
ating unit for detecting a motion image using a frame differ-
ence between input images with respect to the set ROL

The ROI setting unit may set a region which the hand is
able to reach based on the location of a face of the user as the
ROL

The motion image detected by the motion image detecting
unit may be detected using motion history information gen-
erated by accumulating a frame difference between a current
image and a previous image continuously input N times.

Frame differences between the continuously input images
may be accumulated N times by logically ORing the frame
differences of the images.

The candidate region extractor may include: an image
combining unit for generating a common region between the
skin color image generated by the skin color image detector
and motion images detected by the motion detector; and a
candidate hand region detecting unit for applying a first preset
algorithm to the common region generated by the image
combining unit to obtain the candidate hand region.

The candidate hand region detecting unit may further
include an elbow location estimator for estimating a location
of an elbow using a ratio determined in consideration of
location and size information of the face tracked by the face
tracker, and applies a first preset algorithm based on the
estimated location of the elbow to obtain the candidate hand
region.

The hand tracker may apply a mean shift tracking method
to a candidate region extracted by the candidate region extrac-
tor to find out the final location of the hand.

The apparatus may further include a distance calculator for
applying a second preset algorithm to location information of
the hand extracted by the hand extractor to calculate actual
distance information of the hand.

The distance calculator may apply the second algorithm to
a location of a first hand tracked from the first image input
from a first image device and a location of a second hand
tracked from the second image input from a second image
device to calculate the actual distance information of the
hand, and each of the location of the first hand and the location
of the second hand may be a location of the hand tracked by
the hand tracker.

Another exemplary embodiment provides a method for
tracking a hand, the method including: detecting a skin color
image from an image input from an image device using a
predetermined skin color of a user; tracking a face using the
skin color image detected in the detecting of the skin color
image; setting a region of interest (ROI) using location infor-
mation of the face tracked in the tracking of the face, and
detecting a motion image from the set ROI; extracting a
candidate region with respect to a hand of the user using the
skin color image detected in the detecting of the skin color
image and the motion image detected in the detecting of the
motion image; and tracking a location of the hand in the
candidate region extracted in the extracting of the candidate
region to find out a final location of the hand.
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The detecting of the skin color image may include receiv-
ing an initial face location to generate a histogram model with
respect to the image using the skin color of the face; and
applying a histogram back-projection method based on the
histogram model generated in the generating of the histogram
model to generate the skin color image.

The detecting of the motion image may include: setting the
ROI using the location of the face tracked in the tracking of
the face; detecting a motion image using a frame difference
between input images with respect to the set ROL

The extracting of the candidate region may include: gen-
erating a common region between the skin color image gen-
erated in the detecting of the skin color image and motion
images detected in the detecting of the motion image; and
applying a first preset algorithm to the common region gen-
erated in the generating of the common region in the gener-
ating of the common region to obtain the candidate hand
region.

The detecting of the candidate hand region may further
include estimating a location of an elbow using a ratio deter-
mined in consideration of location and size information of the
face tracked in the tracking of' the face, and the candidate hand
region may be obtained by applying the first preset algorithm
based on the estimated location of the elbow.

The method may further include applying a second preset
algorithm to location information of the hand extracted in the
tracking the location of the hand in the tracking of the hand to
calculate actual distance information of the hand.

The calculating of the actual location information of the
hand may include applying the second algorithm to a location
of a first hand tracked from the first image input from a first
image device and location information of a second hand
tracked from the second image input from a second image
device to calculate the actual distance information of the
hand, and each of the location of the first hand and the location
of the second hand may a location of the hand tracked in the
tracking of the location of the hand.

Yet another exemplary embodiment provides a computer
readable recording medium in which the method for tracking
a hand is executed in a computer, including: detecting a skin
color region from an image input from an image device using
apredetermined skin color of a user; tracking a face using the
skin color image detected in the detecting of the skin color
image; setting a region of interest (ROI) using location infor-
mation of the face tracked in the tracing of the face, and
detecting a motion image from the set ROI; extracting a
candidate region with respect to a hand of the user using the
skin color image detected in the detecting of the skin color
image and the motion image detected in the detecting of the
motion image; and tracking a location of the hand in the
candidate region extracted in the extracting of the candidate
region to find out a final location of the hand: and applying a
second preset algorithm to location information of the hand
extracted in the tracking of the location of the hand to calcu-
late actual distance information of the hand.

According to exemplary embodiments of the present
invention, it is possible to stably track a location of a hand
present in a remote location at rapid response speed using two
cameras and accordingly to calculate an actual distance of the
hand. According to the present invention, it is possible to
recognize a gesture of a human over a long distance. Such
recognition of the gesture of a human is expected to be used
in various fields such as an intelligent robot field, security and
monitoring fields, a smart environment, and a remote user
interface.

The foregoing summary is illustrative only and is not
intended to be in any way limiting. In addition to the illustra-
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tive aspects, embodiments, and features described above, fur-
ther aspects, embodiments, and features will become appar-
ent by reference to the drawings and the following detailed
description.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a block diagram illustrating a configuration of an
apparatus for tracking a hand according to an exemplary
embodiment of the present invention.

FIGS. 2A and 2B illustrate exemplary skin color images
detected by a skin color image detector of an apparatus for
tracking a hand according to an exemplary embodiment of the
present invention.

FIG. 3 is an exemplary image illustrating a region of inter-
est set by a region of interest setting unit of an apparatus for
tracking a hand according to an exemplary embodiment of the
present invention.

FIG. 4 illustrates an exemplary motion image detected by a
motion detector of an apparatus for tracking a hand according
to an exemplary embodiment of the present invention.

FIG. 5 illustrates an exemplary image combined by an
image combining unit of an apparatus for tracking a hand
according to an exemplary embodiment of the present inven-
tion.

FIG. 6 is an exemplary image illustrating an example of
estimating a location of an elbow by an elbow location esti-
mating unit of an apparatus for tracking a hand according to
an exemplary embodiment of the present invention.

FIG. 7A, 7B, 7C are exemplary images illustrating an
example of applying a distortion filter to detect a hand region
by a candidate hand region detecting unit according to an
exemplary embodiment of the present invention.

FIG. 8 is a flowchart illustrating a method for tracking a
hand according to an exemplary embodiment of the present
invention.

FIG. 9 is a detailed flowchart illustrating a skin color
detecting step of a method for tracking a hand according to an
exemplary embodiment of the present invention.

FIG. 10 is a detailed flowchart illustrating a motion image
detecting step of a method for tracking a hand according to an
exemplary embodiment of the present invention.

FIG. 11 is a detailed flowchart illustrating a candidate
region extracting step of a method for tracking a hand accord-
ing to an exemplary embodiment of the present invention.

It should be understood that the appended drawings are not
necessarily to scale, presenting a somewhat simplified repre-
sentation of various features illustrative of the basic prin-
ciples of the invention. The specific design features of the
present invention as disclosed herein, including, for example,
specific dimensions, orientations, locations, and shapes will
be determined in part by the particular intended application
and use environment.

In the figures, reference numbers refer to the same or
equivalent parts of the present invention throughout the sev-
eral figures of the drawing.

DETAILED DESCRIPTION

Hereinafter, exemplary embodiments of the present inven-
tion will be described in detail with reference to the accom-
panying drawings. First of all, we should note that in giving
reference numerals to elements of each drawing, like refer-
ence numerals refer to like elements even though like ele-
ments are shown in different drawings to avoid repletion. In
describing the present invention, well-known functions or
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constructions will not be described in detail since they may
unnecessarily obscure the understanding of the present inven-
tion.

FIG. 1 is a block diagram illustrating a configuration of an
apparatus for tracking a hand according to an exemplary
embodiment of the present invention.

The apparatus 1 for tracking a hand according to an exem-
plary embodiment of the present invention includes a skin
color image detector 100, a face tracker 200, a motion detec-
tor 300, a candidate region extractor 400, a hand tracker 500,
and a distance calculator 600. Here, the tracking of the hand
means tracking an image with respect to a region in which a
human hand is located from an image input from an image
device.

The skin color image detector 100 detects a skin color
image from an image input from an image device 10 using a
predetermined skin color of a user (S100). The using of the
predetermined skin color of the user may use a color skin of
a face with respect to a face location initially input with
respect to an initial image. The skin color region may be a
region having a similar image based on a color with respect to
a location of a face in an input image. The skin color image
detector 100 includes a histogram model generating unit 110
and a skin color image generating unit 120. The histogram
model generating unit 110 generates a histogram model
(S110). The histogram model diagrammatizes distribution of
information including colors, brightness, or saturation of pix-
els included in an image. The histogram model of the present
exemplary embodiment may be a color histogram model indi-
cating distribution of colors according to RGB values of
pixels included in the image.

The skin color image generating unit 120 applies a histo-
gram back-projection method based on the histogram model
generated by the histogram model generating unit 110 to
generate the skin color image (S120).

The histogram back-projection method is a method which
divides objects in an image and finds out a location of an
object to be tracked. A region of interest (ROI) is displayed
with a bright gray image through histogram back-projection.
Values of pixels included in an image through histogram
back-projection are expressed by the following equation 1. In
the equation 1, an M(c) indicates a ratio of a color value ¢ in
an ROI of a histogram, and an I(c) means a ratio of a color
value ¢ in an entire region of the histogram. A BPI(c) indicates
a histogram back-projection value with respect to the color
value c. The BPI(c) is calculated for each pixel, a region of
interest on a back-projection image is displayed with a bright
color, and the other region of the back-projection image is
displayed with a dark color.

m X255
1

Equation 1
BPI(c) = [Equation 1]

In the skin color image generated by the histogram back-
projection, a region having a color similar to a skin color of a
user is displayed with a white color on the back-projection
image, and remaining regions are displayed with a dark color.
A skin color image generated according to the present exem-
plary embodiment is expressed as illustrated in FIGS. 2A and
2B. Referring to FIGS. 2A and 2B, a user may view a skin
color image in FIG. 2B, which includes a region having a
color similar to a skin color displayed with a bright color from
an input image in FIG. 2A, and remaining regions displayed
with a dark color.
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The face tracker 200 tracks a face using the skin color
image detected by the skin color image detector 100 (S200).
The face tracker 100 may track a location of the face with
respect to the skin color image generated by the skin color
image detector 100 using a mean shift tracking method.

The mean shift tracking method is a method for tracking a
tracking target object by repeatedly detecting a slope value of
probability distribution to detect an intermediate value of the
greatest probability distribution which a region of a tracking
target object has so as to find out an intermediate value of the
probability distribution from a frame using a probability map.
The mean shift tracking method is an efficient tracking
method to detect a locally destination point. The destination
point is tracked by a hill climbing method. Specifically, the
destination point is gradually tracked while continuously
reducing a difference between a detected point and the desti-
nation point. In the present exemplary embodiment, if a
weighted mean with respect to a given candidate region is
calculated, a center point is moved to a location with respect
to a new weighted mean. Such a procedure is repeatedly
performed until a different between an old point and a new
point becomes less than a preset threshold.

The motion detector 300 sets an ROI using location infor-
mation about the face tracked by the face tracker 200, and
detects a motion image from the set ROI (S300).

The motion detector 300 includes an ROI setting unit 310
and a motion image detecting unit 320. The ROI setting unit
310 sets an ROI using the location of the face tracked by the
face tracker 200 (S310). The ROI setting unit 310 may set a
reachable region by a hand based on a location of a face of the
user as the ROI. The ROI setting unit 310 may set a region
which the hand is able to reach based on the location of a face
of the user as the ROI. The reachable region by a hand is a
region in which a hand in a human body structure may be
located based on a location in an input image of the face
tracked by the face tracker 200. Referring to FIG. 3, it will be
understood that an ROI 34 is set based on a location 32 of a
face.

The motion image generating unit 320 detects a motion
image using a frame difference between input images with
respect to the ROI set by the ROI setting unit 300 (S320). The
motion image generating unit 320 may detect the motion
image using motion history information generated by accu-
mulating a frame difference between continuously input
images N times. In the present exemplary embodiment, the
frame difference between the images may be variation when
a current input image is compared with a previously input
image for each pixel in the continuously input images.

A difference between two continuously input image infor-
mation may be variation between two image information
measured using a frame difference or optical flow. In the
present exemplary embodiment, a comparison value may be
calculated using the frame difference for each pixel. A fol-
lowing equation 2 is an equation for calculating the compari-
son value d,(x) between unit images with respect to an image
unit x on the assumption that characteristic in each image unit
of input image information is achieved in n dimensions and a
t-th image is input. Here, the x indicates an index of the image
unit.

L [Equation 2]
&) = Y 1fix, )= fmi (5, )

i=1

where f,(x,1) and {, | (x,1) note i-th characteristics of image
units x of a t-th image and a (t-1)-th image, respectively. In
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the present exemplary embodiment, characteristics of the
compared images include a black/white or color value, a
hue-saturation-brightness (HSB) value, and a color histo-
gram value.

Frame differences between continuously input images may
be accumulated N times by logically ORing the frame differ-
ences of images. In the present exemplary embodiment, in a
procedure of accumulating the differences of images by the
logical ORing operation, the motion detector 300 determines
that movement occurs when a difference between the images
is equal to or greater than a preset threshold. Differences
between the images are accumulated and summed by the
logical ORing operation while the images are input N times to
generate the motion image. In this case, the accumulated and
generated motion image includes all motions existing in an
ROI set by an ROI setting unit 310 while the image is input N
times.

The motion history information may be an image obtained
by accumulating differences between the foregoing images N
times. In the present exemplary embodiment, the motion
image detected using the motion history information is shown
in FIG. 4. If moving result values are accumulated and
summed by ORing operation, parts in which movement is
detected and parts in which the movement is not detected are
distinctly displayed from each other. In the motion history
according to the present exemplary embodiment, bright parts
mean parts in which the movement may be detected and dark
parts mean parts determined in which the movement is not
detected.

The candidate region extractor 400 extracts a candidate
region with respect to a hand of a user using the skin color
image detected by the skin color image detector 100 and the
motion image detected by the motion detector 300 (S400). In
the present exemplary embodiment, the candidate region
extractor 400 includes an image combining unit 410 and a
candidate hand region detecting unit 420.

The image combining unit 410 combines the skin color
image generated by the skin color image detector 100 and
motion images detected by the motion detector 300 to gener-
ate a common region between the skin color image and the
motion image (S410). The image combining unit 410 obtains
the common region between the skin color image and the
motion image using AND operation when the skin color
image and the motion image are input thereto. In the present
exemplary embodiment, the skin color image combined by
the image combining unit 410 may be an image of a given
hand region extracted from the input image using a skin color
of'the face by the skin color image detector 100. The common
region between the skin color image and the motion image
generated using the AND operation may be a region corre-
sponding to a skin color image with respect to the hand region
in the accumulated and generated motion image. In more
detail, the common region is an extracted and generated
image in which an image generated by extracting only a
region in which a hand is moved from regions determined in
which movement occurs in the ROI set by the ROI setting unit
310. FIG. 5 is an exemplary image illustrating the common
region generated by logically ANDing the skin color image
and the motion image.

The candidate hand region detecting unit 420 applies a first
preset algorithm to the common region generated by the
image combining unit 410 to detect a candidate hand region
(S420). The candidate hand region detecting unit 420 further
includes an elbow location estimator 425.

The elbow location estimator 425 may estimate a location
of an elbow using a ratio determined in consideration of
location and size information of the face tracked by the face
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tracker 200, and applies a first preset algorithm based on the
estimated location of the elbow to obtain the candidate hand
region.

To estimate the location of the elbow using the ratio deter-
mined in consideration of the location and size information of
the face according to the present exemplary embodiment may
be expressed by a following equation 3 using the location and
size information of the face as follows.

In the following equation 3, X, ;. 15 a left location of an
x axis of the face, W, is a width of the face, Yz,.. posmom 15 @
lower location on a y axis of the face, H , _ is a variable with
respect to a height of the face, and K is a parameter for
searching a final location of the elbow. X, .., and y ;. are X
and y coordinates of the elbow, respectively.

Xetbow = X face left = Wace [Equation 3]

Yelbow = Y face bottom = Hface ¥ K

K=—
5

Referring to FIG. 6, in the present exemplary embodiment
that a point setting a location moved from a left side of the
face 62 by a width 62a of the face to x, and setting a location
moved from a lower side of the face by (a height 625 of the
facexK) is estimated as a location 64 of an elbow.

Inthe present exemplary embodiment, the first preset algo-
rithm may be a method for performing a distortion filter based
on a location of an elbow to find out a more exact candidate
hand region. This method is a method for distorting a hand
region extracting image to be used as an input of a mean shift
tracking method. Since the hand region is farthermost spaced
apart from an elbow having a skin color, it is preferably that a
distortion filter for setting the lowest value to a location of an
elbow and a higher value to a location distant from the elbow
is applied to easily find out a hand region.

Referring to FIG. 7A a distortion filter is applied to an
image (FIG. 7A) generated by the image combining unit 410
based on the location of the elbow. In the present exemplary
embodiment, to apply the distortion filter, a value with respect
to an extracted image in a deep part is set similar to 0. Refer-
ring to FIG. 7B both ofhands and arms are displayed bright in
a hand region extracting image before applying the distortion
filter. However, referring to FIG. 7C, in a result of applying a
distortion filter centering around a location of an elbow, only
a hand region distant from the elbow is displayed bright.

The hand tracker 500 tracks a location of the hand from the
candidate region extracted by the candidate region extractor
400 to find out a final location of the hand (S500). The hand
tracker 500 may apply the mean shift tracking method to a
candidate region extracted by the candidate region extractor
400 to find out the final location of the hand. In the mean shift
tracking method according to the present exemplary embodi-
ment, when a weighted mean with respect to a given candi-
date region as illustrated above is calculated, a center point is
moved to a location with respect to a new weighted point.
Such a procedure is preferably repeated until a difference
between an old point and a new point is less than a preset
threshold to find out the final location of the hand.

The distance calculator 600 applies a second preset algo-
rithm to the location information of the hand extracted by the
hand extractor 500 to calculate actual distance information of
the hand (S600). It is preferred that the distance calculator
600 applies the second algorithm to a location of a first hand
tracked from the first image input from a first image device
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and location information of a second hand tracked from the
second image input from a second image device to calculate
the actual distance information of the hand. In this case, each
of'the location of the first hand and the location of the second
hand may be alocation of the hand tracked by the hand tracker
500. The second algorithm may be a distance calculating
algorithm according to triangulation. In the distance calcu-
lating algorithm according to the triangulation, assuming that
a focal length of an image device with respect to an object
photographed by two image devices is f, a difference of
spaced degrees of an object from the images photographed by
the two image devices is disparity (d), and a distance between
the image devices is base offset (b), a distance D between the
object and the image device is expressed by a following
equation 4.

f [Equation 4]

In the present exemplary embodiment, the d is a distance
calculated using final location information x and y of the hand
tracked by the hand tracker 500, location information of a first
hand, and location information of a second hand, and the D is
an actual distance between the image device and a hand of a
user.

FIG. 8 is a flowchart illustrating a method for tracking a
hand according to an exemplary embodiment of the present
invention. The method for tracking a hand according to the
present exemplary embodiment includes following steps
which are sequentially processed by the apparatus for track-
ing a hand.

The method for tracking a hand according to the present
exemplary embodiment includes a skin color image detecting
step S100, a face tracking step S200, a motion image detect-
ing step S300, a candidate region extracting step S400, a hand
tracking step S500, and a distance calculating step S600.

The skin color image detecting step S100 detects the skin
color region from the image input from an image device using
a preset skin color of a user.

Referring to FIG. 9, the skin color image detecting step
S100 includes a step S110 of generating a histogram model
and a step S120 of generating a skin color image. The step
S110 of generating a histogram model generates a color his-
togram model (S110). The step S120 of generating a skin
color image applies a histogram back-projection method
based on the histogram model generated by a histogram
model generating unit 110 to generate the skin color image.

The face tracking step S200 tracks the face using the skin
color image detected in the skin color image detecting step
S100 (S200).

The motion image detecting step S300 sets a region of
interest (ROI) using location information with respect to the
face tracked in the step face tracking step S200, and detects a
motion image in the set ROIL.

Referring to FIG. 10, the motion image detecting step S300
includes a step S310 of setting the ROI and a step S320 of
detecting a motion image. The step S310 of setting the ROI
sets an ROI using a location of the face tracked in the face
tracking step S200 (S310).

The step S320 of detecting the motion image detects the
moving region using a frame difference between inputimages
with respect to the ROI set in the step S310 of the setting the
ROI (S320).

The candidate region extracting step S400 extracts a can-
didate region with respect to a hand of a user using the skin
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color image detected in the skin color image detecting step
S100 and the motion image detected in the motion image
detecting step S300 (S400). Referring to FIG. 11, the candi-
date region extracting step S400 according to the present
exemplary embodiment includes a step S410 of combining
images and a step S420 of detecting a candidate hand region.

The step S410 of combining image generates a common
region between the skin color images generated in the skin
color image detecting step S100 and the motion image
detected in the motion image detecting step S300 (S410).

The step S420 of detecting a candidate hand region applies
the first preset algorithm to the common region generated by
the image combining unit 410 to detect the candidate hand
region (S420). The step S420 of detecting a candidate hand
region further includes a step S425 of estimating a location of
an elbow.

The step S425 of estimating the location of the elbow may
estimate a location of the elbow using a ratio determined in
consideration of location and size information of the face
tracked in the face tracking step S200, and applies the first
preset algorithm based on the estimated location of the elbow
to obtain a candidate hand region.

The hand tracking step S500 tracks a location of the hand
from the candidate region extracted by the candidate region
tracking step S400 to find out a final location of the hand
(8500).

The distance calculating step S600 applies the second pre-
set algorithm to the location information of the hand extracted
in the hand tracking step S500 to calculate actual distance
information of the hand.

In the meantime, the method for tracking the hand accord-
ing to an exemplary embodiment of the present invention may
be implemented in a computer readable recording medium as
codes which may be read by a computer. The computer read-
able recording medium includes any types of recording
devices storing data which may be read by a computer system.

There are a read only memory (ROM), a random access
memory (RAM), compact disc (CD)-ROM, a magnetic tape,
a floppy disc, an optical data storage device, and the like as
examples of the computer readable recording medium. The
computer readable recording medium is distributed in a com-
puter system connected over a network and the computer
readable code may be stored and executed in a distribution
scheme. Functional programs, codes, and code segments for
implementing the present invention may be easily induced by
programmers of ordinary skill in the art to which the invention
pertains.

As described above, the exemplary embodiments have
been described and illustrated in the drawings and the speci-
fication. The exemplary embodiments were chosen and
described in order to explain certain principles of the inven-
tion and their practical application, to thereby enable others
skilled in the art to make and utilize various exemplary
embodiments of the present invention, as well as various
alternatives and modifications thereof. As is evident from the
foregoing description, certain aspects of the present invention
are not limited by the particular details of the examples illus-
trated herein, and it is therefore contemplated that other modi-
fications and applications, or equivalents thereof, will occur
to those skilled in the art. Many changes, modifications, varia-
tions and other uses and applications of the present construc-
tion will, however, become apparent to those skilled in the art
after considering the specification and the accompanying
drawings. All such changes, modifications, variations and
other uses and applications which do not depart from the spirit
and scope of the invention are deemed to be covered by the
invention which is limited only by the claims which follow.
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What is claimed is:

1. An apparatus for tracking a hand, the apparatus compris-
ing: a non-transitory computer-readable storage medium
storing instructions, and a processor for executing the instruc-
tions, the instructions causing the processor to:

detect a skin color image from an image input from an

image device using a predetermined skin color of a user;
track a face using the skin color image ;

set a region of interest (ROI) using location information of

the face;

detect a motion image from the ROI;

extract a candidate region with respect to a hand of the user

using the skin color image and the motion image; and
track a location of the hand in the extracted candidate
region to find out the location of the hand,

wherein the ROI is a reachable region by the hand of the

user based on the location information of the face.

2. The apparatus of claim 1, wherein the instructions caus-
ing the processor to:

generate a histogram model with respect to the image input

from the image device using the skin color of the face by
receiving an initial face location; and

generate the skin color image by applying a histogram

back-projection method based on the histogram model.

3. The apparatus of claim 1, wherein the instructions caus-
ing the processor to:

track the location of the face with respect to the skin color

image using a mean shift tracking method when tracking
the face.

4. The apparatus of claim 1, wherein the instructions caus-
ing the processor to:

detect the motion image using a frame difference between

images input with respect to the ROL

5. The apparatus of claim 4, wherein the instructions caus-
ing the processor to:

detect the motion image using motion history information

generated by accumulating a frame difference between a
current image and a previous image continuously input
N times.

6. The apparatus of claim 5, wherein the differences
between the continuously input images are accumulated N
times by logically ORing the frame differences of the images.

7. The apparatus of claim 1, wherein the instructions caus-
ing the processor to:

generate a common region between the skin color image

and the motion images; and

obtain a candidate hand region by applying a first preset

algorithm to the common region.

8. The apparatus of claim 7, wherein the instructions caus-
ing the processor to:

estimate a location of an elbow using a ratio determined in

consideration of location and size of the face tracked,
and

obtain the candidate hand region by applying the first pre-

set algorithm based on the estimated location of the
elbow.

9. The apparatus of claim 1, wherein the instructions caus-
ing the processor to:

find out the final location of the hand by applying a mean

shift tracking method to the candidate region.

10. The apparatus of claim 1, wherein the instructions
further causing the processor to:

calculate actual distance information of the hand by apply-

ing a second preset algorithm to the location information
of the hand.

11. The apparatus of claim 10, wherein the instructions
causing the processor to:
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calculate the actual distance information of the hand by
applying the second preset algorithm to a location of a
first hand tracked from the first image input from a first
image device and a location of a second hand tracked
from the second image input from a second image
device, and
wherein, each of the location of the first hand and the
location of the second hand is a location of the tracked
hand.
12. A method for tracking a hand, the method comprising:
detecting a skin color image from an image input from an
image device using a predetermined skin color of a user;
tracking a face using the skin color image detected in the
detecting of the skin color image;
setting a region of interest (ROI) using location informa-
tion of the face tracked in the tracking of the face;
detecting a motion image from the ROI;
extracting a candidate region with respect to a hand of the
user using the skin color image detected in the detecting
of'the skin color image and the motion image detected in
the detecting of the motion image; and
tracking a location of the hand in a candidate region
extracted in the extracting of the candidate region to find
out the location of the hand,
wherein the ROI is a reachable region by the hand of the
user based on the location information of the face.
13. The method of claim 12, wherein the detecting of a skin
color image includes:
generating a histogram model with respect to the image
input from the image device using the skin color of the
face by receiving an initial face location; and
generating the skin color image by applying a histogram
back-projection method based on the histogram model
generated in the generating of the histogram model.
14. The method of claim 12, wherein the detecting of the
motion image includes:
detecting the motion image using a frame difference
between images input with respect to the ROI.
15. The method of claim 12, wherein the extracting of the
candidate region includes:
generating a common region between the skin color image
generated in the detecting of the skin color image and the
motion image detected in the detecting of the motion
image; and
obtaining a candidate hand region by applying a first preset
algorithm to the common region generated in the gener-
ating of the common region.
16. The method of claim 15, wherein the detecting of the
candidate hand region includes:
estimating a location of an elbow using a ratio determined
in consideration of location and size of the face tracked
in the tracking of the face, and
obtaining the candidate hand region by applying the first
preset algorithm based on the estimated location of the
elbow.
17. The method of claim 12, further comprising:
calculating actual distance information of the hand by
applying a second preset algorithm to the location infor-
mation of the hand extracted in the tracking of the loca-
tion of the hand.
18. The method of claim 17, wherein the calculating the
actual distance information of the hand includes:
calculating the actual distance information of the hand by
applying the second preset algorithm to a location of a
first hand tracked from the first image input from a first
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image device and a location of a second hand tracked
from the second image input from a second image
device, and

wherein, each of the location of the first hand and the
location of the second hand is a location of the hand 5
tracked in the tracking of the location of the hand.
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